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X-431 PRO 5

Product Introduction



X-431 PRO 5 opens the era of dual diagnostic modes (local diagnosis and Smart Link

remote diagnosis). It not only inherits the powerful diagnostic strength of PRO series

and comes with multiple advantages, such as wide vehicle model coverage, numerous

special functions, strong diagnostic functions, accurate diagnostic data and more, but

also supports Smart Link remote diagnosis and request support from Smart Link B of

the third-party diagnostic devices that support Launch’s diagnostic tools, J2534 and

specialized detection equipment, with features not limited to the diagnostic

functions of the device under control.

The hardware of X-431 pro5 is greatly improved. It adopts the Android 9.0 system, a 

8-core 1.8GHz processor and a 1920x1200 IPS HD display screen,  providing 3GB RAM 

memory and  32GB ROM storage and securing faster and more stable running. The 

product also comes with a bracket, making it more convenient to use. The device is 

surrounded by a protective soft rubber sleeve, with strong resistance to fall. 

Product Introduction



X-431 PRO 5

Product Parameters



OS: Android 9.0

CPU: Qualcomm Snapdragon 450, 8core 1.8GHz

Memory: 3G

Storage: 32GB (expandable up to 128GB) 

Battery: 7000mAh

Display Screen: 10.1-inch, 1920x1200 FHD  IPS

Camera: 5MP front camera + 8MP rear camera

Wifi: 2.4GHz /5GHz(dual frequency) 

Dimension: 267 *191 *33 (mm) 

Operating Temperature: 0℃～50℃

12米CAT-6网线

Type B USB 2.0

Bracket

Rear CameraSpeakers Front Camera

Volume Buttons

MICRO USB portPower Button

Microphone

Main Unit Parameters



Display Screen: 3.97-inch TFT screen,  320*480 resolution

Operating Voltage: DC 9V ~ 36V 

Power Consumption: < 6W

Memory: 256M

Storage: 8GB

Communication Mode:

 Local Diagnostic Mode: Bluetooth

 Remote Diagnostic Mode: Ethernet

 Dimension: 204mm x 110mm x 45mm

Operating Temperature: 0℃ ~ 50℃

Type B USB 2.0

DC12V Power (Not enabled yet)

Type B USB 2.0

RJ45 Port

OBDII-16 Female Connector 3.97-inch Display Screen

Smart Link C Connector Parameters



X-431 PRO 5

Smart Link Remote Diagnosis

Compatible with multiple diagnostic modes Powerful diagnostic function



Mode 1: Request support from Smart Link B with Launch’s 
diagnostic device 

OBDⅡ diagnostic 

connector extension cord Passenger cars

Commercial vehicles

(maintenance side)

(service side)

LAUNCH’S 
diagnostic 

tool

Diagnostic 
connector 
adapter

Internet

Connect to the Internet 
via a network cable 

Connect to the Internet 
via a network cable 

LAUNCH’s 
diagnostic 
connector

LAUNCH Smart Link Remote 
Diagnostic Center

Connect the 
diagnostic connector



Mode 2: Request support from Smart Link B with OEM/third-party 
diagnostic device

OBDⅡ diagnostic 
connector extension cord Passenger cars

Commercial vehicles

(maintenance side)

(sevice side)

OEM/third party 
diagnostic device

Diagnostic 
connector 
adapter

Internet

Connect to the Internet 
via a network cable 

Connect to the Internet 
via a network cable 

OEM/third party 
diagnostic 
connector

LAUNCH SmartLink Remote 
Diagnostic Center

Connect the 
diagnostic connector



Mode 3: Request support from Smart Link B with OEM/third-party 
diagnostic device

OBDⅡ diagnostic 
connector extension cord

Passenger cars
(maintenance side)

PC

OEM 
software

Internet

Connect to the Internet 
via a network cable 

Internet

LAUNCH Smart Link 
Remote Diagnostic Center



X-431 PRO 5

How to perform Smart Link Remote Diagnosis?



Using steps

Register to activate 
the device Enter “Smart Link” Post your needs



 Connect one end of Smart Link C Remote Diagnostic Box (maintenance side) to with a Ethernet cable and the other end to the 
diagnostic socket of the vehicle via OBDII extension cable, and then turn on the ignition . 

 Do not disconnect the vehicle and the network
 Network: 100MB or above
 There are three states of network delay: green, yellow and red, which respectively indicate good, medium and poor network condition. It is

recommended to perform the diagnostic operations when the network delay state is green. If remote diagnostic operations are carried out
when the network delay state is yellow or red, there may be a communication failure with the vehicle or system detection error.

Matters needing attention

B

Connection of super remote diagnostic box 



Local Diagnostic Mode

Compatible with multiple diagnostic modes Powerful diagnostic function

X-431 PRO 5



Mode 1: Used with LAUNCH’s diagnostic equipment

Bluetooth
OBDⅡ diagnostic connector extension cable

X-431 PRO5

Passenger cars

Commercial vehicles 
(depending on specifications) 

(maintenance side ) 

 When used as a VCI device, it needs to be used with the “diagnosis” module of the PRO5 diagnostic tool in order to
connect to the vehicle to be repaired to obtain the vehicle data and then transmit the vehicle data to the diagnostic
tool via Bluetooth communication for analysis.

 Support diagnosis of passenger cars and commercial vehicles, depending on specifications.



USB Type A to Type B 
adapter

Mode 2: Used with a local J2534 tool

Support J2534

OBDⅡ diagnostic connector 
extension cable

OEM software

PC
Super remote diagnostic box (technician) 

When the Smart Link C (maintenance side ) is used with a computer that has the OEM diagnosis software installed, it can
be used alone as a local J2534 tool to flash the vehicle ECU. (* It is necessary to install the corresponding J2534 tool of
LAUNCH on the computer, which can be downloaded from its official website www.cnlaunch.com)



X-431 PRO 5

Local Diagnostic Function



Introduction to local diagnostic function

• Wide vehicle model coverage, strong diagnostic
function and accurate diagnostic data

• Support powerful intelligent diagnosis technology,
which is convenient, fast and efficient, aside from
traditional diagnosis

• Support the diagnosis of all functions for all systems
• Support “read DTC”, “clear DTC”, “read data stream”,

“special functions”, “actuation test”, “coding” and
“matching”

• Support guided functions of VW and Audi
• Support extend modules - endoscope and anti-theft

key matching
• Support ADAS calibration
• Standard equipped with 15 special functions
• Support remote diagnosis and diagnostic feedback
• Support query of maintenance data and testable

models
• Support the saving, enquiry and viewing of reports

and the viewing of diagnostic records



Intelligent diagnosis

With more than 20 years of accumulation in automotive diagnostic technology, Launch firstly 

proposed the technology of intelligent diagnosis. Through [Intelligent Diagnosis], users can quickly 

read vehicle information, such as VIN and license plate, check historical diagnostic and rapidly 

enter diagnostics.

Introduction to local diagnostic function



Traditional diagnosis 

When the intelligent diagnosis cannot be used as the network is unreachable, traditional diagnosis can be selected 

on this occasion. Car series and models can be selected manually for vehicle detection. 

Introduction to local diagnostic function



Special functions

Support 15 common special functions of most models, such as service light reset, throttle matching, steering angle
reset, brake pad reset, tire pressure reset, IMMO matching, ABS bleeding, battery matching, gear learning, fuel injector
coding, DPF regeneration, headlight matching, gearbox matching, suspension matching and sunroof initialization.

Introduction to local diagnostic function



Remote diagnosis

The self-developed IM remote diagnosis can realize real-time communication between the equipment and the
equipment or the computer, completing the remote diagnosis of vehicles and enabling repair technicians to diagnose
vehicles thousands of miles away.

Introduction to local diagnostic function



Diagnostic feedback

When users encounter vehicle models under special circumstances and functional abnormality during use, feedback
can be sent to LAUNCH through “Diagnostic Feedback”. There will be specialized technical personnel to track and
deal with the problem in time.

Introduction to local diagnostic function



Support ADAS module

Introduction to local diagnostic function

The ADAS calibration function is supported. To use this function, you need to purchase LAUNCH’s ADAS 
calibration equipment and activate the ADAS software.



Support extended modules 

Support expansion module: endoscope, X-PROG and Wi-Fi printer.

Introduction to local diagnostic function



Provide multiple query services

View reports

Check testable models

View diagnostic records

Introduction to local diagnostic function



Appendix



Appendix: Product Configurations

Number Configuration Name Remarks

301190657
X-431 PRO5 Smartlink standard 
overseas configuration (US)

US means a US standard adapter is 
configured

301190658
X-431 PRO5 Smartlink standard 
overseas configuration (EU)

EU means a EU standard adapter is 
configured

Established configurations: 



Appendix: Parameter comparison
Parameters X-431 PRO5/X-431 PRO3 V4.0 X-431 PRO3 V3.0

OS Android 9.0 Android 7.1

CPU Qualcomm Snapdragon 450, 8-core 
1.8GHz

Qualcomm APQ8017 4-core 
1.4GHZ

RAM 3GB 2GB

ROM 32GB 16GB

Battery 7000mAh 7000mAh

Display
Screen 

10.1-inch, 1920x1200 FHD  IPS 10.1-inch, 1200x800   IPS

Camera MP front camera + 8MP rear camera 5MP rear camera

WIFI 2.4GHz /5GHz(dual frequency) 2.4GHz

Dimension 267 *191 *33 (mm) 264×210×30 mm



Thank you for watching!

LAUNCH


