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1. Introduction

High-end Comprehensive Diagnostic Tool

One is Enough
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2. Features

 Wide vehicle coverage. 110+ models.

 Powerful diagnostic functions, i.e. intelligent/remote diagnosis, 

read/clear DTC, Bi-directional functions, Coding,  Programming, etc.

 Support CAN/CANFD/DoIP/J2534/D-PDU/RP1210

 Smartlink remote diagnosis



2. Features

 OBDII Interface PIN Detection



2. Features

 Topology Module



2. Features

 26 + 6 NEW Service Functions

AC System 
Initialization

ACC Calibration Motor Angle 
Calibration

Engine Power 
Balance Monitoring

High-Voltage Battery 
Health Detection

GPF Regeneration



2. Features

 Real Time Voltage Display



2. Features

 Software Mall



2. Features

 IP65 and DC Fast Charge

 Multiple Optional Modules
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3. Specification

X-431 PAD VII Parameters

OS Android 9.0

CPU 2.0GHz Octa-core

Dsiplay 13.3 inch full-fitting, sunlight readable screen (Gorilla Glass), 1920 *1080

Memory 8GB

Storage 256GB

Camera Rear13 Megapixels, front 8 Megapixels

Wi-Fi Dual band 2.4GHz&5GHz

Diagnostic Mode Wi-Fi

Battery 71.1Wh (≈19000mAh)

Dimension 353 x 236 x 71 (mm)
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4. USP

• Wide 
Coverage

• Complete

• Flexible• Powerful 

Hardware Extensibility

SoftwareAccessories



4. USP

Open OS

Large Screen, Memory & Storage

IP65 Waterproof & Dustproof

71.1Wh(≈19000mAh) Battery with Fast Charge

Luminance: 800NIT 

 About 2.6hrs to charge from 0 to 100%

 Easily readable in the sun or under strong lights

 13.3”, 8GB Memory, 256GB SSD

 More choice



4. USP

Built-in VCI with HD Function

Multiple Optional Modules

Separate Oscilloscope and Sensor box

 Only spend hundreds to add value added service, i.e. TPMS, IM, 

Battery test, etc.

 If any damage happens to a certain module, users only need to 

change the related module at a lower cost.

 User can take oscilloscope or sensor box to any place of the vehicle 

and check live data and waveform simultaneously, no need to care 

VCI connection. 

 Only need to purchase the add-on software configuration to enable 

the HD diagnostic functions.



4. USP

Non-16pin Adaptors

HDMI Cable



4. USP

Topology module

Split Screen

Software Mall

 Split into two screens to display extend functions at 

the same time, such as signal waveform, etc.  

 Quick purchase and upgrade software. 

 Customized single software purchase and upgrade.



4. USP

• Topology module

• Split Screen

• Software Mall

• Non-16pin Adaptors

• HDMI Cable

• Built-in VCI with HD 
Function

• Multiple optional 
modules 

• Separate 
Oscilloscope and 
Sensor box

• Open OS                    

• Large Screen, 
Memory & Storage

• IP65

• 71.1Wh Battery with 
Fast Charge

• Luminance 800NIT 

Hardware Extensibility

SoftwareAccessories


